
W lm lm/W
Modul 600 Modul 625

C kg
A B A B

INLA1C&/700# 32 2 750 86
596 596 576x576 622 622 602x602 97 5

INLA1C&/1050# 50 3 800 76
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DRŽÁK KRYTU / COVER HOLDERLED MODULY NA CHLADIČI / LED 
MODULES ON COOLING PLATE

PERFOROVANÝ KRYT / 
PERFORATED COVER

Kódové označení svítidla / codes: INLA1C3V1600/700NDISO3

 INL A 1 C 3 V1 600 /700ND ISO3
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Recessed indirect LED fittings 
Body:
White painted (RAL 9003) metal 

sheet
Optic:
White painted matt reflectors
LED:
Mid Power LED
CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K
Wiring:
LED driver (constant current)
ND – not dimmable (standard)
DIM – analogue dimmable 1-10V
DALI – digital dimmable DALI

Application:
Recessed fitting for installation 

into gypsum plasterboard-type 
ceiling or into false ceiling with 
visible supporting structure (both 
600x600 or 625x625 modules) .

These LED fittings are recomended 
for offices, for lighting areas with 
high requirements for light and 
glare control.

Accessories:
Fixing clips for installation into 

gypsum ceiling – 1000004004
Versions:
K - with GESIS connector
F - with flexible cord

Vestavná LED svítidla pro nepřímé 
osvětlení 
Těleso:
Bíle práškově lakovaný (RAL9003) 

ocelový plech
Optický systém:
Bíle lakované matné reflektory
LED:
Mid Power LED
CRI 80 (CRI 90 na vyžádání)
3…teplá bílá 3000K
4…studená bílá 4000K
El. výstroj:
LED proudový driver
ND – nestmívatelný (standard)
DIM – analogově stmívatelný 1-10V DC
DALI – digitalně stmívatelný DALI

Aplikace:
- vestavné svítidlo pro instalaci do 

sádrokartonového podhledu, 
případně do minerálního 
podhledu modulu 600x600 nebo 
625x625 mm

- počítačové pracovny, kancelářské, 
obchodní a společenské prostory 
s vysokými nároky na omezení 
oslnění

Příslušenství:
- příchytky pro montáž do SDK 

podhledu 1000004004
Varianty:
K - s konektorem GESIS
F - s přívodní flexošňůrou

& - 3 = 3000K, 4 = 4000K	 lm - světelný výkon svítidla / luminaire light output	 # - el. výstroj / wiring


