
lm - světelný výkon svítidla / luminaire light output	

EB

W lm lm/W
600 625

C kg
A B A B

EB3000A& 19 2 800 147

596 596 622 622 30 2,2EB4000A& 26 3 800 146

EB6000A& 42 5 500 131

EB

16

EB

MŘÍŽKA EB / LOUVRE EB

Kódové označení svítidla / codes: EB4000A3BS2/2/600ND

EB 4000 A 3 BS2 /2 /600 ND

Ty
p 

sv
íti

dl
a 

/ 
Lu

m
in

ai
re

 ty
pe

EB
 - 

bí
lá

 m
říž

ka
 /

 
w

hi
te

 lo
uv

re

Vý
ko

n 
sv

íti
dl

a 
/ 

Li
gh

t o
ut

pu
t

Tv
ar

 s
ví

tid
la

 /
 B

od
y 

sh
ap

e
A

 - 
čt

ve
re

c 
/ 

sq
ua

re
 

60
0x

60
0m

m

Te
pl

ot
a 

ch
ro

m
at

ič
no

st
i 

/ 
Co

lo
r t

em
pe

ra
tu

re
3 

=
 3

00
0K

,
4 

=
 4

00
0K

,
5 

=
 5

70
0K

Ty
p 

op
tik

y 
/ 

O
pt

ic
:

BS
 –

 b
ílá

 s
in

gl
e 

m
říž

ka
 /

w
hi

te
 

lo
uv

re

Po
če

t L
ED

 m
od

ul
ů 

ED
- /

 N
r o

f L
ED

 
m

od
ul

es
 E

D

M
od

ul

Ty
p 

zd
ro

je
 /

 D
riv

er
 

ty
pe

: 
N

D
 –

 
ne

re
gu

lo
va

te
ln

ý 
zd

ro
j /

 n
o 

di
m

m
ab

le
 

D
A

LI
 –

 
re

gu
lo

va
te

ln
ý 

zd
ro

j 
di

g.
 s

tm
ív

at
el

ný
 

D
A

LI
 /

 d
im

m
ab

le
 

D
A

LI

Recessed LED fitting
Body: 
White painted metal sheet
Optic: 	
White painted louvre with opal 

cover of LED modules 
LED:
Mid Power LED
3… 3000K
4….4000K
5… 5700K
Wiring :
LED current driver
ND – not dimmable (standard)
DIM  - dimmable 1-10V DC
DALI – dimmable DALI

Version (body shape)
EB A 600 (625) – square 

600x600 mm (625x625)
Application:
– recessed installation into 

modular ceilng 600 or 625 mm. 
Using accessories the panel can 

be also installed as surfaced 
or recessed into a gypsum 
plasterboard.

Accessories:
SOFTRAM – white painted steel 

frame for surface installation
QVESTRAM – white painted 

aluminium frame for recessed 
installation into a gypsum 
plasterboard

Vestavné LED svítidlo
Těleso: 
Bíle lakovaný ocelový korpus
Optický systém :	
Bíle lakovaná mřížka s opálovým 

krytem LED modulu
LED:	
Mid Power LED
3… 3000K
4….4000K
5….5700K
El. výstroj :
proudový LED driver
ND –nestmívatelný (standard)
DIM - stmívatelný 1-10V DC
DALI – digitálně stmívatelný DALI

Rozměrové verze
EB A 600 (625) – čtverec 

600x600 mm (625x625)
Aplikace:
– pro vestavbu do minerálního 

podhledu 600x600 mm (625x625)
při použití příslušenství lze 

instalovat jako přisazené nebo i 
jako vestavné do SDK podhledu

Příslušenství:
SOFTRAM – bíle lakovaný ocelový 

rámeček pro přisazenou montáž 
svítidel

QVESTRAM – rámeček pro 
vestavnou montáž do SDK 
podhledu


