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HVL1M

ISO3 KONEKTOR / ISO3 
CONNECTOR

ZADNÍ STRANA / BACK SIDEČELO SVÍTIDLA / END CAP OF 
LUMINAIRE

MONTÁŽNÍ ÚCHYT / MOUNTING

Recessed LED linear fittings
Body: 
Aluminium profile finished in RAL9006
LED:
Mid Power LED
CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K
Optic:
opal cover ACRYL SATINE
Wiring:
LED current driver
ND – not dimmable (standard)
DIM – dimmable 1-10V DC
DALI – dimmable DALI 
Variants:
HVL – recessed luminaire for single installation into gypsum plasterboard 

ceiling
HVL /R - recessed installation for linear installation into rows. A row is 

copleted from START, CONT and END fittings.

Vestavná LED liniová svítidla s krytem
Těleso: 
Hliníkový profil lakovaný, šedá RAL9006
LED:	
Mid Power LED
CRI 80 (CRI 90 na vyžádání)
3…teplá bílá 3000K
4…studená bílá 4000K
Optický systém:	
opálový kryt ACRYL SATINE
El.výstroj: 
proudový LED driver
ND – nestmívatelný (standard)
DIM – analogově stmívatelný 1-10V DC
DALI – digitálně stmívatelný DALI 
Varianty svítidla:
HVL –samostatné svítidlo pro vestavbu do SDK podhledu
HVL /R - svítidlo pro spojování do přímých řad. Sestava řady je tvořena 

START, CONT a END provedeními svítidla.



W lm lm/W A B C D E kg

HVL1MKO&700# 34 3 000 88
1196 90 100 1180x70 1175 66 3,8

HVL1MKO&1050# 54 4 450 82

33
Uvedené údaje mohou být během platnosti tohoto katalogu bez upozornění změněny.  Výpadek jednotlivého LED čipu, odchylka světelného toku a příkonu svítidla +/-10% jakož  
i teploty chromatičnosti +/-150K jsou v souladu s platnými standardy přípustné a nejsou důvodem k reklamaci svítidla. | Due to MODUS program of products development a data can be changed without 
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of 

1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

& - 3 = 3000K, 4 = 4000K	 lm - světelný výkon svítidla / luminaire light output	 # - el. výstroj / wiring

Kódové označení svítidla / codes: HVL1MKO3V1/1050ND

HVL 1 M KO 3 V1 /1050ND
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